
For further information about other grades and products, please contact our sales department.提供其它种类或者牌号产品,详情请联系销售部

成品钢丝线径在0.20-3.50mm之间的可以提供扒皮处理。 

Shaved wire rod for final wire sizes: 0.20-3.50mm 

交货状态 
Supply conditions:

皂化涂层或者亮面 Soap coated or bright

涂（镍）雾面或者亮面 Dull or bright nickel coated

不锈钢弹簧钢丝 STAINLESS STEEL SPRING WIRE

EUROPE CHINA JAPAN US

EN 10270-3 GB/T 24588 G 4314 ASTM

1.4310 NS 12Cr18Ni9 SUS 302-WPB AISI 302 NS

1.4310 HS - - AISI 302 HLS

1.4301 06Cr17Ni12Mo2 SUS 316-WPA AISI 316

1.4568 07Cr17Ni7Al SUS 631J1-WPC AISI 631

- 06Cr19Ni9 SUS 304-WPA AISI 304

规格:  0.20-14.00mm Range of sizes:  0.20-14.00mm

同时提供低碳钢丝,铜丝,黄铜丝,铝丝等
Other wires in low carbon steel, copper, brass or aluminium 
under request

常规规格产品也能提供扁钢丝或其他异性状态
Main grades can also be supplied FLAT               or SQUARE  




